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SUMMARY

Fatigue life data were obtained for four different types of fatigue life

enhancing (FLE) fasteners installed in new uncracked holes and in reworked,

pre-cracked holes. The first condition represented a new design where

- the FLE fasteners are installed during production. The second condition

represented a structural rework case in which fastener holes are reamed

to a larger size to remove fatigue or fretting damage but might still

contain a small undetected crack.

Results showed that the FLE fasteners produced approximately the same

* overall fatigue life in the new design and the rework condition and

provided a significant increase in life compared to conventional non-

FLE fasteners.

*, Tests were performed with 7075-T6 aluminum alloy under spectrum loading

,- typical of a Navy fighter/attack type of aircraft. For the rework

condition, the pre-crack size was limited to .03 inch (.76MM). Flush

head fasteners were used in all tests.

iv
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SECTION 1.0

INJrODUCTION

- Fatigue life enhancing (FLE) fasteners are now widely accepted in aircraft

structures applications because of their demonstrated capability to delay

crack initiation and inhibit crack growth. Because of their higher

cost, their utilization is usually limited, in new design, to local areas

* shown by test or analysis to be fatigue sensitive, or else they are

reserved for later rework in service life extension programs or as

a curative for unforeseen fatigue problems which occur in service.

The intent of this program was to provide some insight into the compara-

tive performance of typical FLE fastener systems under new design and

rework conditions. For the new design, or production case, the fasteners

were installed in test coupons made of new material with clean, uncracked

holes. For the rework, life extension case, the coupons were pre-fatigued

with baseline non-FLE fasteners installed and then reworked for the next

larger diameter fastener. Small cracks were introduced after hole rework

but prior to installing FLE fasteners. The cracks were introduced on the

premise that some fastener holes, even after rework and NDI, could contain

small undetected cracks and that the period of safe life extension would

depend on how effective the FLE fastener systems were in inhibiting sub-

sequent crack growth.

Overall life comparisons between the two cases would help define the best

usage philosophy for FLE fastener systems in aircraft structures, i.e.,

*- - .--- * . . . . 5 . .. . .. - . . 5 . * 5- - .-- . . - * * * . . - - - S
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whether to use them more extensively in the production airframe at higher

initial cost or to restrict their use to local areas of high fatigue

susceptibility and defer any additional use until a specific need arises

from a service problem or life extension requirement.

2
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SECTION 2.0

TEST PROGRAM AND PROCEDURES

2.1 TEST PLAN

The test program was performed in two phases. Phase I represented a

new design condition with tests of .19 in. (4.8mm) dia. fasteners installed

in new material. Phase II represented a severe case rework condition where

test coupons were pre-fatigued under spectrum loading to the equivalent of

3000 hours of operational usage, reworked for .25 in. (6.4mm) dia. fasteners,

*and pre-cracked prior to fastener installation. Three replicate coupons were

- tested for each fastener type in each Phase. Each coupon had three countersunk

fasteners. The overall test matrix is shown in Table 1.

TABLE 1. TEST MATRIX

Phase I Phase 11
Fastener System New Design - Rework -

"" _ _3/16" Dia. Fasteners 1/4" Dia. Fasteners

Straight Shank - Clearance Fit

Tapered Shank - Interference Fit

-" Straight Shank - Interference Fit

Dynamically Formed Rivet V I
Sleeve Cold-Worked Hole' V V
Sleeve Cold-Worked Hole2  V

Notes: 1. Correct process: cold worked prior to countersinking

2. Incorrect process: cold worked after countersinking

3
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2.2 TEST SPECIMEN DESIGN

For reasons of simplicity and cost, the simple dogbone, zero load

transfer coupon shown in Figure 1 was chosen for the fatigue test program.

Since edge distance effects were considered important, the fasteners were

installed off-center with an edge distance typical of aircraft design

practice. The test specimen could sustain the spectrum compression loads

without anti-buckling guides. All test specimens were fabricated from the

same sheet of 7075-T6 aluminum alloy and used steel fasteners. The basic

properties of the aluminum sheet, as determined from tensile coupons, are

given in Table 2.

TABLE 2. MATERIAL PROPERTIES

7075-T6 ALUMINUM ALLOY

FTU FTy E

82800 psi 78900 psi l0.37xi06 psi

(571 MPa) (544 MPa) (71.5x109 MPa)

o Tensile tests per ASTM method E-8
o Values based on average of 3 coupons
o FTy values based on 0.2% offset

2.3 FASTENER TYPES:

The following fastener systems were tested

o Straight shank interference-fit
o Tapered shank interference-fit
o Sleeve cold worked holes with clearance fit fasteners
o Dynamically formed A-286 alloy rivets
o Standard clearance-fit fasteners

The standard clearance-fit fasteners are not considered fatigue life enhancing

and provided a baseline from which to assess the other systems.

4
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ock) UNITS A B C D E F

in. .19 2.50 5.62 11.25 .75 2.00
. 4.8 64 143 286 19 51
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.44 1.50 .19 .25 2.00 .03 .02

11. 38 4.8 6.4 51 .76 .51

C

H 4 J(DIA.) PHASE I

. K(DIA.) PHASE II

#1 C'SINK 1000 FOR SHEAR
HEAD FASTENER

T+ #2
x x

500 M **

L(RAD.) 300

:L 0 -

(RF)
F

* machined notch
** machined notch + fatigue precrack

SECTION X-X

PHASE II ONLY

FIGURE 1. FATIGUE TEST SPECIMEN
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All fasteners were steel alloy of the 1000 flush shear head configuration.

Fasteners of .19 in. diameter were used for the condition representing new

design and .25 in- dia. fasteners were used for the rework condition. Both

sizes were installed with identical edge distance of .44 in. (Ilim).

Straight and tapered shank fasteners were installed within manufacturer

recommended diametral interference limits of .002 to .004 inch for both

the .19 in. and .25 in. diameters. Manufacturer supplied tooling was

used for the tapered shank fasteners and typically produced interferences

in the low to mid range (i.e., .002 to .003 inch). The straight shank

interference fits were then produced with interferences in this same range.

Sleeve cold worked holes were also processed with the manufacturer's tooling

and according to his specifications. The tooling supplied for cold working

was closer to the high side of the manufacturer's specified tolerance

band and produced diametral expansions of approximately .0125 inch or 5%.

Dynamically formed rivets were installed per manufacturer's specifications

on special riveting equipment designed to produce the optimum fatigue

improvement. No simple measurand, such as interference, is available to

characterize the rivet installation. Fasteners in cold worked holes

were installed with .0005 + .0005 inch diametral clearance. Fasteners

in the baseline clearance-fit condition were installed with diametral

clearance of .001 in. to .005 in. All interference-fit fasteners were

supplied with a dry film lubricant. All other fasteners were lubricated

with cetyl alcohol except for the rivets which were not lubricated.

To minimize clampup effects, nuts were installed with minimum run-on torque

in all cases. This required that interference-fit fasteners be pressed into

holes rather than being drawn in by the nut.

6
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2.4 PRE-CRACKING PROCEDURE

For tests representing a reworked hole containing a small crack,

* the .25 in. dia. fastener holes were pre-cracked as follows.

I. Test specimens were made with .19 In. dia. standard fasteners and

fatigue tested under spectrum loading to 3,000 equivalent flight

hours.

2. Holes were opened to the proper rework diameter (nominally .25 in.)

and countersunk.

3. A sharp notch was machined into the fastener hole as shown in

Figure 1 and sharpened by fatigue cycling of an additional 600

equivalent flight hours of the test spectrum.

This produced a corner crack at the countersink-to-hole intersection

of approximately .03 in. of total depth with a natural crack front shape

and acuity.

The sleeve cold worked holes were an exception. In this case, the

notching and cold working were done prior to the final countersink operation.

- According to the manufacturer of the cold work system, a loss of fatigue

life will occur if countersinking is done prior to cold working. Coupons

with incorrect processing were also tested and, as shown in the basic test

data (Table Al), did exhibit significant loss of fatigue life. Improper

-. installation of any of the FLE systems will cause serious loss of fatigue

life.

2.5 TEST LOADS AND CONDITIONS

The test spectrum was based on a design spectrum representing the

equivalent of 6000 flight hours of operational usage for a modern Navy

fighter/attack aircraft. It contained positive (tension) and negative

7
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(compression) cyclic loads of variable range and mean. The baseline spectrum was

simplified to reduce test time and to suit the capability of the test machine

programming equipment. Simplification consisted of elimination of small magni-

tude cycles, which analysis showed would produce little damage, and a reordering

into small fixed sequence blocks. The simplified spectrum consisted of four

blocks, each representing 50 equivalent flight hours (EPH), repeated to failure.

Loads within each block were arranged in lo-to-hi order with respect to peak and

range. The detailed load spectrum and sequence is given in Table A3. Spectrum

content for 200 EFH is shown in matrix form in Table 3 below.

TABLE 3. TEST SPECTRUM LOAD MATRIX

Number of cycles for 200 EPH

1.000 1

... 913 9 9 9

.826 9 9 9

.739 16 9 9 9

.652 27 27 27 9

.565 9 63 36 27 27 9

.478 162 63 72 36 9

.391 99 315 225 9

.304 18 162 450 144

.217 9 81 45

.130 9 18

.043 6 3

-.130 -.043 .043 .130 .217 .304 .391 .478

HINIMUIM LOAD LEVELsA

/1 Load levels are given as ratios of maximum test load.
Test load corresponding to spectrum load level of 1.000
is 12,000 lbs. (53,378N).

8
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The maximum spectrum load (corresponding to a peak value of 1.0 in Table

A3) was 12,000 pounds (53,378N) which produced a specimen gross section

. stress of 42,105 psi (290 H4Pa). This stress level was selected to produce

," test lives in the Phase I baseline specimens of approximately 12,000 EFH

which is the typical fatigue test requirement for a Navy fighter aircraft

with a specified design life of 6,000 flight hours.

Both Phase I and Phase II tests were performed at the same spectrum

i load level. In Phase II, with .25 in. dia. fasteners, the slightly higher

net section stress was compensated somewhat by a lower net section stress

concentration factor producing a slightly higher (less than 1%) elastic

- stress condition at the hole edge nearest to the narrow ligament of the

test specimen. However, these geometric .stress concentration factors

* are for open holes, and all tests were performed with fasteners in the holes.

All tests were performed in MTS electro-hydraulic, closed loop servo

controlled test machines in a laboratory environment nominally maintained

at 75OF and 45% relative humidity.

9
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SECTION 3.0

RESULTS AND DISCUSSION

Test results are plotted in Figure 2. Sample mean lives were obtained from

a linear regression fit to an assumed log-normal distribution. The 90.

confidence limits were also calculated from the sample standard deviation

obtained from the regression analysis. The log-normal distribution was

chosen over the Weibull based on goodness of fit tests done in reference

2 for a similar test program with a larger sample size. Choice of

distribution would not affect the general comparisons made here. The

basic test data is presented in Appendix A.

From Figure 2, the most significant result is that the FLE fastener

systems produced essentially the same overall life for the new design

(uncracked holes) condition of Phase I and for the rework (holes with

.03 in. cracks) condition of Phase I. If all the FLE fastener data

in each phase is assumed to be from the same population, Figure 2 shows

that the mean life in each phase is very nearly the same. This is

especially true if an increment of 6000 EFH is added to the Phase II

test lives to represent the crack initiation life and crack growth life

to the .03 in. initial crack size. Based on the life-to-first-crack

data, also shown in Figure 2, a 6000 EFH increment is not an unreasonable

choice.

The conclusion that the FLE systems can produce the same overall life

for both cracked and uncracked holes is limited to the case of small

cracks. How small is small is difficult to define in general terms, but

10
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, other investigators4'5  have shown that the ability of some of these fastener

systems to retard crack growth degrades appreciably when the crack length

exceeds about .08 inch in .19 or .25 inch diameter holes. This implies

". that the rework application carries some additional risk if cracks of

this size go undetected in post-rework NDI.

SAnother observation from Figure 2 is that the data dispersion is generally

larger for the Phase II tests. This resulted in a larger standard deviation

and hence much wider confidence limits on the sample means. Log-normal

cumulative distribution functions, where all the FLE fastener data in

- each phase is assumed to belong to the same population, are plotted in

Figure 3. The slope difference illustrates the difference in overall

standard deviation between Phase I and Phase II. Whether this is caused

i by small variations in the initial crack size in Phase II or by some effect

of the crack on the FLE stress field is speculative, but the former explana-

tion is credible since small cracks are difficult to introduce with precision.

Rankings of the different FLE systems cannot be asserted with any statistical

authority based on these tests. The typical high dispersion of the fatigue

*" test data and the small sample size result in overlapping confidence in-

tervals which make rankings based on mean test life inconclusive. Rankings

- based on mean test life also change from Phase I to Phase II. From Figure

2, it can be observed that the cold worked hole and the tapered shank

systems were the best performers based on mean life and that the dispersion

*. of the tapered shank data was remarkably small. However, this result

2,3.,5
is not consistently seen in other investigations published in the

literature. Moreover, the aforementioned references also show that process

variations (interference level, amount of radial deformation, etc.) even

within the tolerances recommended by the manufacturers of the various systems

12
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produce fatigue life variations which can overshadow any performance

differences which might exist between systems.

Given the equivalence of performance of FLE fasteners under new production

or rework conditions, the designer faces the traditional choice between

design philosophies:

1. Invest in more extensive FLE fastener use in production

to improve airframe reliability, reduce life cycle costs, and possibly

preclude a later rework, or

2. Opt for lower production cost with minimum use of the more

expensive FLE fasteners with some increased risk of in-service problems

requiring rework and aircraft down time.

Of course, judicious design blurs the distinction between these two choices,

nevertheless, the development of lower cost FLE fasteners and automated

production processes would make wider use of FLE fasteners in design more

cost effective and add significantly to airframe durability with an

accompanying reduction in life cycle costs.

14
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SECTION 4.0

CONCLUSIONS AND RECOMMENDATIONS

1. Based on the data from this investigation, fatigue life enhancing

(FLE) fasteners produce essentially the same overall life whether used for

new design in clean, uncracked holes or for later structural rework in

holes containing small residual cracks.

2. The data does not support conclusions favoring any single FLE

fastener system over any other. However, the FLE systems do produce

a significant life increase over conventional non-FLE fasteners.

3. Long term economic and operational considerations favor more

extensive use of FLE fasteners in new aircraft production, but their

higher initial cost is a deterrant in the typical competitive environment

of a new aircraft buy. The development of low cost FLE systems and/or

automated manufacturing processes would lower production costs and

promote more extensive use of these fasteners. Potential user benefits,

such as extended airframe service life and lower life cycle costs

recommend a Manufacturing Technology (MT) program to support this

development.

"p 15
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TABLE A3. TEST SPECTRUM

Max. Load Level- Min. Load Level N

0.043 -0.130 2
0.130 -0.043 5
0.130 -0.130 2
0.217 0.043 11
0.217 -0.043 20
0.217 -0.130 2
0.304 0.130 36
0.304 0.043 113
0.304 -0.043 41
0.304 -0.130 5
0.391 0.217 2
0.391 0.130 56
0.391 0.043 79
0.391 -0.043 25
0.478 0.304 2
0.478 0.217 9
0.478 0.130 18 Block I
0.478 0.043 16 50 EFH
0.478 -0.043 41
0.565 0.304 2
0.565 0.217 7
0.565 0.130 7
0.565 0.043 9
0.565 -0.043 16
0.565 -0.130 2
0.652 0.217 2
0.652 0.130 7
0.652 0.043 7
0.652 -0.043 7
0.739 0.478 2
0.739 0.391 2
0.739 0.130 2
0.739 0.043 4
0.826 0.391 2
0.826 0.130 2
0.826 0.043 2
0.913 0.478 2
0.913 0.043 2
0.913 -0.043 2

0.043 -0.130 2
0.130 -0.043 4
0.130 -0.130 2
0.217 0.043 11
0.217 -0.043 20
0.217 -0.130 2
0.304 0.130 36
0.304 0.043 112
0.304 -0.043 40
0.304 -0.130 4
0.391 0.217 2
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TABLE A3, TEST SPECTRUM (continued)

Max. Load LevelA  in. Load Level N

0.391 0.130 56
0.391 0.043 79
0.391 -0.043 25
0.478 0.304 2
0.478 0.217 9
0.478 0.130 18
0.478 0.043 16
0.478 -0.043 40
0.565 0.304 2
0.565 0.217 7
0.565 0.130 7 Block II

0.565 0 .043 9 50 EFH
0.565 -0.043 16
0.565 -0.130 2
0.652 0.217 2
0.652 0.130 7
0.652 0.043 7
0.652 -0.043 7
0.739 0.478 2
0.739 0.391 2
0.739 0.130 2
0.739 0.043 4
0.826 0.391 2
0.826 0.130 2
0.826 0.043 2
0.913 0.478 2
0.913 0.043 2
0.913 -0.043 2

0.043 -0.130 2
0.130 -0.043 5
0.130 -0.130 2
0.217 0.043 11
0.217 -0.043 20
0.217 -0.130 2
0.304 0.130 36
0.304 0.043 113
0.304 -0.043 41
0.304 -0.130 5 Block III
0.391 0.217 2 50 EFH

0.391 0.130 56
0.391 0.043 79
0.391 -0.043 25
0.478 0.304 2
0.478 0.217 9
0.478 0.130 18
0.478 0.043 16
0.478 -0.043 41
0.565 0 .304 2
0.565 0.217 7
0.565 0.130 7
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TABLE A3. TEST SPECTRUM (continued)

Max. Load Level Min. Load Level N

0.565 0.043 9

0.565 -0.043 16
0.565 -0.130 2
0.652 0.217 2
0.652 0.130 7
0.652 0 .043 7
0.652 -0.043 7
0.739 0.478 2
0.739 0.391 2
0.739 0.130 2
0.739 0.043 4
0.826 0.391 2
0.826 0.130 2
0.826 0.043 2
0.913 0.478 2
0.913 0 .043 2
0.913 -0.043 2

0.043 -0.043 3
0,130 -0.043 4
0.130 -0.130 3
0.217 0.043 12
0.217 -0.043 21
0.217 -0.130 3
0.304 0.130 36
0.304 0.043 112
0.304 -0.043 40
0.304 -0.130 4

0.391 0.217 3
0.391 0.130 57
0.391 0.043 78 Block IV

0.391 -0.043 24 50 EFH
0.478 0.304 3
0.478 0.217 9
0.478 0.130 18
0.478 0.043 15
0.478 -0.043 40
0.565 0.304 3
0.565 0.217 6
0.565 0 .130 6
0.565 0.043 9
0.565 -0.043 15
0.565 -0.130 3
0.652 0.217 3

0.652 0.130 6
0.652 0.043 6
0.652 -0.043 6
0.739 0.478 3
0.739 0.391 3
0.739 0.130 3
0.739 0 .043 4
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TABLE A3. TEST SPECTRUM (continued)

Max. Load Level MI.in. Load Level N

0.826 0.391 3
0.826 0.130 3
0.826 0.043 3
0.913 0.478 3
0.913 0.043 3
0.913 -0.043 3
1.000 0.043 1

LQad levels are given as ratios of maximum test load.
Test load corresponding to maximum spectrum load level
of 1.000 was 12,000 lbs. (53,378N)

23

,p'o-* * * * *. . . -- -

a aa.



NADC-85112-60

TMIS PAGE INTENTIONALLY LEFT BLANK.

24



b,"7

No. of Copies

NON-GOVERNMENT ACTIVITIES (Continued)

Grumman Aerospace Corporation, South Oyster Bay Road,
Bethpage, L.I., NY 11714 (Attn: Dr. H. Armen) ......................... 1

-' (Attn: D r. B. Leftheris) .................................................. 1
(Attn: D r. H . Eidenoff) .................................................. 1

Lehigh University, Bethlehem, PA 18015
(A ttn: Prof. G . C . S ih) .................................................. 1
(Attn: Prof. R. P. W ei) .................................................. 1

Lockheed-California Co., 2555 N. Hollywood Way, Burbank, CA 91520 1
(Attn: M r. E. K. W alker) ................................................. 1

Lockheed Georgia Co., Marietta, GA 30063 (Attn: Mr. T Adams) ............ 1
McDonnell Douglas Corporation, St. Louis, MO 63166

(Attn: Mr. L. Impellizeri) ....................................... 1
(Attn: Dr. R. Pinckert) .................................................. 1

Northrop Corporation, One Northrop Ave., Hawthorne, CA 90250
(Attn: M r. A lan Liu) ..................................................... 1
(Attn: Dr. M . Ratw ani) .................................................. 1

Rockwell International, Columbus, OH 43216 (Attn: Mr. F. Kaufman) ........ 1
Rockwell International, Los Angeles, CA 90009 (Attn: Mr. J. Chang) ........ 1
Rockwell International Science Center, 1049 Camino Dos Rios,

Thousand Oaks, CA 91360 (Attn: Dr. F. Morris) ........................ 1
Rohr Corporation, Riverside, CA 92503 (Attn: Dr. F. Riel) ................... 1
Sikorsky Aircraft, Stratford, CT 06622 ....................................... 1
University of Dayton Research Institute, 300 College Park Ave.,

Dayton, OH 45469 (Attn: Dr. J. Gallagher) ....................... 1
University of Illinois, College of Engineering, Urbana, IL 61801

(Attn: Dept. of Mechanics and Industrial Eng.,
Profs. J. D. Morrow, D. F. Socie) ........................................ 2

Vought Corporation, Dallas, TX 75265
(Attn: D r. C . Dum isnil) ................................................. 1
(A ttn: M r. T. G ray) ...................................................... 1

University of Pennsylvania, Dept. of Mechanical Engineering and
Applied Mechanics, 111 Towne Bldg. D3, Phila., PA 19104
(Attn: D r. B urgers) ..................................................... 1

Boeing Commercial Airplane Co., P.O. Box 3707, Seattle, WA 98124
(A ttn: M r. J. Phillips) ................................................... 1

Cherry Rivet Division, Townsend Company, 1224 E. Warren Ave.,
Santa Ana, CA 92707 (Attn: Mr. W. Causey) ........................... 1

Drexel University, Phila., PA 19104 (Attn: Dr. H. Harris) ..................... 1
Fatigue Technology, Inc., 150 Andover Park West, P.O. Box C-88388,

Seattle, WA 98188 (Attn: Mr. R. Champoux) ........................... 1
Grumman Aerospace Corporation, Bethpage, L.I., NY 11714

(Attn: M r. B. Beal, Dr. B. Leftheris) ...................................... 2
Hi Shear Corporation, 2600 Skypark Dr., Torrance, CA 90509

(A ttn : E . H atter) ........................................................ 1
Omark Corporation, 1415 E. Grand Ave., El Segundo, CA 90245

(A ttn: M r. L. Salinas) ....................... ........................... 1
Standard Pressed Steel, Aerospace Division. Jenkintown, PA 19046

(A ttn: M r. R . G arreth) ................................................... 1
Voi-Shan Div. of V.S.I. Corporation, 8463 Higuera St., Culver City, CA 90230

(A ttn: M r. L. Leyhe) .................................................... 1
Bell Helicopter, Textron Inc., P.O. Box 482, Ft. Worth, TX 76101

(Attn: M . Keith Stevenson) ............................................. 1
Boeing Vertol. P.O. Box 16858, Philadelphia, PA 19142

(Attn: M r. W . Potthoff) .................................................. 1



DISTRIBUTION LIST

REPORT NO. NADC-85112-60

AIRTASK No. WF41-0000
Program Element No. 62241 N

Work Unit No. ZA650

No. of Copies

NAVY

NAVAIRSYSCOM (AIR-7226) ................................................ 10
(2 for retention)
(3 for AIR-311 B)
(2 for AIR-530)
(1 for AIR-5302)
(1 for AIR-53021)
(1 for AIR-530215)

NAVAIRDEVCEN, Warminster, PA 18974 .................................... 3
(3 for Code 8131)

NAVAIRTESTCEN, Patuxent River, MD 20670 (Attn: Dr. J. Hoeg) ........... 1
NAVAIRENGCEN, Lakehurst, NJ 08733 ..................................... 2

(Attn: Mr. F Sinatra, Neil Goodis)
NAVAIREWORKFAC, NAS, Alameda, CA 94501 ............................. 1
NAVAIREWORKFAC, MCAS, Cherry Point, NC 28533 ....................... 1
NAVAIREWORKFAC, NAS, Jacksonville, FL 32212 .......................... 1
NAVAIREWORKFAC, NAS, Norfolk, VA 23511 (Attn: Mr. Stokley) ........... 1
NAVAIREWORKFAC, NAS, North Island, San Diego, CA 92135 ............. 1
NAVAIREWORKFAC, NAS, Pensacola, FL 32508 ............................ 1
Naval Weapons Center, China Lake, CA 93555 .............................. 1
NAVAVLOGCEN, Patuxent River, MD 20670 ............................... 1
NAVPGSCHL, Monterey, CA 95940 ......................................... 1
NAVSEASYSCOM, Crystal Mall 4, Rm. 109, Washington, DC 20360

(Attn: Mr. Vanderveldt) ...........................................
NAVSHIPRANDCEN, Bethesda, MD 20034 ...............................
NAVSHIPRANDCEN, Annapolis, MD 21402 ................................. 1
NO L, W hite O ak, M D 20910 ................................................ 1
NRL, Washington, DC 20375 (Attn: Mr. T. Crooker) ......................... 1
NSW C, W hite Oak, M D 20910 ............................................... 1
ONR, Arlington, VA 22217 (Attn: Dr. Y Rajapakse, Code 474) ............... 1

FAA

FAA, Washington, DC 20591 (Attn: Mr. R. Soderquist) ...................... 1
FAA, Technology Center, Atlantic City, NJ 08405 ........................... 1

(Attn: Mr. D. Nesterok, ACT-330)

NASA

NASA, Langley Research Center, Hampton, VA 23365 ....................... 1
(Attn: Mr. John Davidson)

NASA, Washington, DC 20546 (Attn: Airframes Branch. FS-120) 1

=.

• l - o -. . , * -h , . K *,.. ' .- - . . - .. .. .. o . ..


